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	go to page 14: 
	contactperson: 
	company: 
	customerno: 
	address: 
	postcode: 
	e-mail: 
	tel/fax: 
	department: 
	quantity: 
	delivery date: 
	Pipe line DN: 
	Pipe line PN: 
	Type of media 1: Off
	Pipe material: 
	Process medium: 
	Type of media 2: Off
	Type of media 3: Off
	last page: 
	Suface finish internal: 
	Suface finish external: 
	pilot pressure min: 
	pilot pressure max: 
	Type 8690: Off
	Type 8695: Off
	Type 8691: Off
	Type 8690 double-acting: Off
	Type 8691 single-acting: Off
	Type 8691 double-acting: Off
	Type 8695 double-acting: Off
	Type 8690 single-acting: Off
	Type 8690 without pilot valve: Off
	Type 8695 single-acting: Off
	8690 position feedback 1xinductive: Off
	8690 position feedback 1xinductiveNAMUR: Off
	8690 position feedback 1xmechanical: Off
	8690 position feedback 2xinductive: Off
	8690 position feedback 2xinductiveNAMUR: Off
	8690 position feedback 2xmechanical: Off
	8691 pilotairports Push-in connector: Off
	8691 pilotairports Thread: Off
	8695 pilotairports Push-in connector: Off
	8695 pilotairports Thread: Off
	8695 Communication ASI: Off
	8690 supplyvoltage 24VDC: Off
	8690 supplyvoltage Ex: Off
	8691 Communication ASI: Off
	8691 Communication DeviceNet: Off
	8691 Communication ASI, Multipol: Off
	8691 Communication ASI, Flat cable clip: Off
	8690 pilotairports Push-in connector: Off
	8690 pilotairports Thread: Off
	Item no: 
	 8690: 
	 8691: 
	 8695: 

	Comments: 
	reset: 
	8690: 
	8691: 
	8695: 
	BETRIEBSSPANNUNG: 
	Bestell-Nr 4: 
	Bestell-Nr 5: 
	certification1: Off
	certification2: Off
	certification3: Off
	certification4: Off
	Pilotventil: Off
	Hubbegrenzung: Off
	Hubbegrenzung min/max: Off
	Hubbegrenzung max: Off
	certification5: Off
	Comment: 
	control function: [ ]
	size: [ ]
	seal material: [ ]
	body material: [VS]
	port connection: [ ]
	variable codes: [ ]


