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Pressure/temperature chart

A: Application range for a complete device 

(fitting + electronics)

Diagram Flow/Velocity/DN

Example:

• Specification of nominal flow: 10 m3/h

• Ideal flow velocity: 2...3 m/s

For these specifications, the diagram indicates a pipe size of DN40 [or 

DN50 for (*) mentioned fittings]

Flow rate

Flow velocity

* for following fitings with:

• external threads acc. to SMS 1145

• weld ends acc. to SMS 3008, BS 4825 / ASME BPE or DIN 11850 Series 2

• Clamp acc. to SMS 3017/ ISO 2852, BS 4825 / ASME BPE or DIN 32676
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Dimensions

8032 compact

DN

[mm]

H

[mm]

06 79.5

08 79.5

15 84.5

20 82.0

25 82.2

32 85.8

40 89.6

50 95.7

65 95.7

H

8032 wall-mounted 8032 panel-mounted
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Ordering chart for transmitter/threshold detector Type 8032

A compact Type 8032 consists of:

  - an electronic module SE32

- an INLINE fitting S030 (DN06 - DN65) (Refer to corresponding data sheet - has to be ordered separately)

12-36 V DC NPN - Cable plug EN 175301-803* 436 474

PNP Cable plug EN 175301-803* 434 871

NPN and PNP - Free positionable male M12 connector, 5 pins 436 473

UL-Recognized for US and Canada Free positionable male M12 connector, 5 pins 553 431

Relay - Free positionable male M12 connector, 5 pins 
and cable plug EN 175301-803*

436 475

4 ... 20 mA + 
relay

- Male M12 connector, 8 pins 
and cable plug EN 175301-803*

560 547

4 ... 20 mA + 
relay

- Free positionable male M12 connector, 5 pins 
and cable plug EN 175301-803

560 402

4 ... 20 mA - Free positionable male M12 connector, 5 pins 560 403

* Europe/Asia (G/Rc): M16x1.5 mm cable plug
  USA/CDN (NPT): NPT1/2 cable plug

A wall- or panel- mounted Type 8032 consists of:

  - a wall- or a panel- mounted electronic module SE32

- a flow sensor Type 8020, 8030, 8030-HT, 8041 or 8070 - frequency output with pulse signal 

(Refer to corresponding data sheet - has to be ordered separately)

Wall-mounted 12-30 V DC Frequency NPN and PNP Free positionable male M12 connector, 5 pins and 
female M12 connector, 4 pins 

448 861

Panel-mounted 12-30 V DC Frequency NPN and PNP Terminal strips 558 181

Ordering chart for accessories (to be ordered separately)

Male M12 connector, 4 pins, with plastic threaded locking ring, for remote version 448 856

Male M12 connector, 4 pins, moulded on cable (2 m, shielded), for remote version 448 857

Female M12 connector, 5 pins, with plastic threaded locking ring 917 116

Female M12 connector, 5 pins, moulded on cable (2 m, shielded) 438 680

Female M12 connector, 8 pins, with plastic threaded locking ring 444 799

Female M12 connector, 8 pins,moulded on cable (2 m, shielded) 444 800

Cable plug EN 175301-803 with cable gland (Type 2508) 438 811

Cable plug EN 175301-803 with NPT1/2“ reduction without cable gland (Type 2509) 162 673
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To find your nearest Bürkert facility, click on the orange box   www.burkert .com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1110/9_EU-en_00891781

Interconnection possibilities with other Bürkert products

Type 8032 -

Compact device

Type 6212 -

Solenoid valve

Type 5281 -

Solenoid valve

Type 8802-GD-J -

(2301 + 8693)

ELEMENT Control valve

Relay outputTransistor output4 ... 20 mA output

Compact version

Wall-or panel- mounted version

Type 8032 -

Wall-mounted Type 6212 -

Solenoid valve

Type 8030 -

For pipes DN06 to DN65

Type 8070 -

Transistor 

output

Frequency 

input

Type 8020 -

For pipes DN 06 to 400

Type 8041 -

For pipes DN06 to DN400

Type 8032 -

Panel-mounted


