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PLC

Digital flow transmitter for 
continuous flow measurement

The flow transmitter is specially designed 

for use in neutral, slightly aggressive, solid 

free liquids. The transmitter is made up of a 

compact fitting with paddle-wheel (S030) and 

an electronic module (SE35) quickly and easily 

connected together by a Quarter-Turn.

The Bürkert designed fitting system ensures 

simple installation of the sensors into all pipes 

from DN06 to DN65.

The device is available  in different models:

 • Flow transmitter with standard output signal

 • Battery powered

Technical data

General data

Compatibility with fittings S030 (see corresponding data sheet)

Materials

  Housing, cover, lid, nut
Front panel foil / Screws
Cable plug or glands
Wetted parts materials
  Fitting, sensor armature

Paddle-wheel
Axis and bearing / Seal

PC
Polyester / Stainless steel
PA

Brass, stainless steel 1.4435/316L, PVC, PP or PVDF
PVDF
Ceramics / FKM (EPDM included but non-mounted)

Display 15x60 mm, 8-digit LCD, alphanumeric, 15 segments, 
9 mm high

Electrical connections Cable plug EN175301-803 or cable glands M20x1.5 or 
none (for battery version)

max. 50 m, shielded cable with 1.5 mm2 max. cross-section

Complete device data (Fitting S030 + electronics)

Pipe diameter DN06 to DN65

Measuring range 0.5 m/s to 10 m/s (Battery version - Coil transducer)

0.3 m/s to 10 m/s (Hall transducer version)

Fluid temperature with fitting in

  PVC / PP
PVDF, brass or stainless steel

0°C to 50°C (32°F to 122°F) / 0°C to 80°C (32°F to 176°F)

-15°C to 100°C (5°F to 212°F) 

Fluid pressure max. PN10 (145.1PSI) (with plastic fitting) - PN16 (232.16PSI) ( with 

metal fitting - PN40 on request, see S030 data sheet) - see Pres-
sure/Temperature diagram

Viscosity / Pollution 300 cSt. max. / 1% max. (size: 0.5 mm max.)

Accuracy

  Teach-In
Standard K-Factor

±0.5% of F.S.* (at 10  m/s)1)

±(0.5% of F.S.* + 2.5% of reading)1) 

Linearity ±0.5% of F.S.* (at 10  m/s)1)

Repeatability  0.4% of reading1)

1) Under reference conditions i.e. measuring fluid=water, ambient and water temperature=20°C (68°F), applying the mini-
mum inlet and outlet pipe straights, matched inside pipe dimensions  * F.S.=Full scale (10 m/s)

Type S030

INLINE fitting

Type 6213

Solenoid valve

Type 2712 (8630)

Continuous 

TopControl system

•  Compact version for DN06 to DN65

•  Displays both flow rate and volume (with two totalizers)

•  Automatic calibration: Teach-In

•  Simulation: all output signals provided without the 
need for real flow

Type 8035T can be combined with...

Type 8644

Valve islands
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Ordering chart for transmitter Type 8035

Flow transmitter or indicator/totalizer with integrated paddle-wheel sensor

A flow transmitter or indicator/totalizer Type 8035 consists of:

  • an INLINE electronics Type SE35

• an INLINE fitting Type S030 (DN06-DN65) (Refer to corresponding data sheet - has to be ordered separately)

Standard output signal 
transmitter, 2 totalizers

12-36 V DC 4-20 mA (2-wires)

+ pulse
None Hall - EN 175301-803 444 005

2 cable glands 444 006

UL-Recognized for US 
and Canada 

2 cable glands 553 432

4-20 mA (3-wires)

+ pulse
2 Hall - 2 cable glands 444 007

UL-Recognized for US 
and Canada 

2 cable glands 553 433

115/230 V AC 4-20 mA (2-wires)

+ pulse
None Hall - 2 cable glands 423 922

4-20 mA (3-wires)

+ pulse
2 Hall - 2 cable glands 423 924

Indicator, 2 totalizers 2 x 9 V DC
Batteries

- None Coil - None 423 921

Ordering chart - accessories for transmitter Type 8035 (has to be ordered separately)

Set with 2 cable glands M20x1.5 + 2 neoprene flat seals for cable gland or plug + 2 screw-plugs M20x1.5 + 2 multiway seals 
2x6 mm

449 755

Set with 2 reductions M20x1.5 /NPT1/2” + 2 neoprene flat seals for cable gland or plug + 2 screw-plugs M20x1.5 551 782

Set with 1 stopper for unused cable gland M20x1.5 + 1 multiway seal 2x6 mm for cable gland + 1 black EPDM seal for the sen-
sor + 1 mounting instruction sheet

551 775

Cable plug EN 175301-803 with cable gland (Type 2508) 438 811

Cable plug EN 175301-803 with NPT1/2” reduction without cable gland (Type 2509) 162 673

Interconnection possibilities with other Bürkert products
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Type 5281 -

Solenoid valve

Type SE35 -

INLINE electronics

Type SE35 -

INLINE electronics 

with batteries

Type 8802-GD-J 

(2301+8693) -

ELEMENT control valve

PLC

Type S030 - 

INLINE Fitting


