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When you click on the orange box “More info.”, 

you will come to our website for the resp. product 

where you can download the data sheet.

 Ordering information for compact transmitter Type 8202

A complete compact pH/ORP ELEMENT transmitter Type 8202 consists of a compact pH/ORP ELEMENT transmitter Type 8202, a pH/ORP probe 

Type 8203, a removable display/programmer and a Bürkert INSERTION adaptor Type S022 (with G 1” 1/2 external threaded sensor connection)

The following information is necessary for the selection of a complete device:

•Item no. of the desired pH/ORP ELEMENT transmitter Type 8202 (see ordering chart on p. 6)

•Item no. of the selected pH/ORP probe Type 8203 (see separate data sheet)
 

 

•Item no. of the a removable display/programmer (see accessories ordering chart on p. 6) 

•Item no. of the selected INSERTION adaptor Type S022 with G1½” external threaded sensor connection (see separate data sheet) 
 

You have to order three or four components.

Attention! 

When you order devices without display, please take care that you also order at least one display module for the operation.

Order no. of the removable display / programming module (see ordering chart on p. 6)

Example

INSERTION adaptor Type S022

Removable display/programmer

Compact transmitter Type 8202 

without display

+

pH or ORP probes

Complete ELEMENT transmitter for pH 

or ORP measurement Type 8202

Fitting (example only)

http://www.burkert.com/COM/search.php?type=S022&SearchText=S022
http://www.burkert.com/COM/search.php?type=S022&SearchText=S022
http://www.burkert.com/COM/search.php?type=8203&SearchText=8203
http://www.burkert.com/COM/search.php?type=8203&SearchText=8203
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  Ordering chart for compact transmitter Type 8202

pH/ORP transmitter Type 8202

Compact transmitter: 
probe holder with 
integrated Pt1000 + 
electronic module with 
cover, without display

14-36 V DC 2 x transistors +
 1x 4-20 mA

None PVC 5-pin M12 
male fixed connector 

No 559 630

  
UL-Recognized

559 634

PVDF 5-pin M12 
male fixed connector 

No 559 632

  
UL-Recognized

559 636

12-36 V DC 2 x transistors +
 2x 4-20 mA

None PVC 5-pin M12 male and 
5-pin M12 female fixed 

connectors 

No 559 631

  
UL-Recognized

559 635

PVDF 5-pin M12 male and 
5-pin M12 female fixed 

connectors

No 559 633

  
UL-Recognized

559 637

 Note: Order separately (see accessories)

- pH or ORP probe Type 8203

- display/programmer module

- M12 cable plugs (only female for single 4-20 mA, 1 male + 1 female for dual 4-20 mA transmitter)

  Ordering chart for accessories

Removable display/programmer module (with instruction sheet) 559 168

Black blank cover with EPDM seal 560 948

Transparent cover with EPDM seal 561 843

One ø 46x2 mm EPDM seal for 120 mm probe holder (with instruction sheet) 559 169

Probe holder with PVC nut 560 947

Probe holder with PVDF nut 561 476

5 pin M12 female straight cable plug with plastic threaded locking ring, to be wired 917 116

5 pin M12 male straight cable plug with plastic threaded locking ring, to be wired 560 946

5 pin M12 female straight cable plug moulded on cable (2 m, shielded) 438 680

5 pin M12 male straight cable plug moulded on cable (2 m, shielded) 559 177
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Interconnection possibilities with other Bürkert devices

PLC 

Type 8611 - 

Single channel 

controller

Type 8202 - 

Compact 

pH/ORP transmitter

Type 8620 - 

for cooling tower 

or boiler chemistry 

controller

To find your nearest Bürkert facility, click on the orange box   www.burkert .com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1202/6_EU-en_00895048

Type 8802-DF - 

Diaphragm valve 

with control unit

Type S022 

INSERTION adaptor

FITTING 

(example only)
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