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Technical data (Pipe + transmitter)

Pipe diameter DN25 to DN110 (DN < 25 with reduction)

Conductivity measurement

 Measuring range
 Accuracy 

0.05 μS/cm... 10 mS/cm 
± 3% of measured value

Temperature measurement

 Measuring range
 Accuracy

-40 to +130°C (-40 to 266 °F)

± 1°C (1.8°F)

Temperature compensation

 Cell constants C=1

 Cell constants C=0.01 or 0.1

according to a NACl graph 
according to an ultra pure water graph

Medium temperature*

 with G1½” PVC connection nut
 with G1½” PVDF connection nut 
 (on request)

 with G¾” ext. threaded connection

0 up to 50°C (32 to 122°F) 

-20 up to 100°C (-4 to 212°F) restricted by the used adaptor
restriction with adaptor S022 in:
- PVC: 0 up to 50°C (32 to 122°F)

- PP: 0 up to 80°C (32 to 176°F)

- Metal: -20 up to 100°C (-4 to 212°F)

-20 up to 100°C (-4 to 212°F) restricted by the used adaptor
restriction with adaptor S022 in:
- PVC: 0 up to 50°C (32 to 122°F)

- PVDF, 0 up to 100°C (32 to 212°F)

metal: -20 up to 100°C (-4 to 212°F)

Fluid pressure max PN16 (232 PSI) (see pressure / temperature chart)

4-20 mA output accuracy ±1%

Environment

Ambient temperature -10 to +60°C (14 to 140°F) (operating and storage)

Relative humidity ≤ 85%, without condensation

Type 8644

Valve islands

Conductivity Transmitter

The Bürkert neutrino transmitter Type 8222 is 

a compact device designed for measuring the 

conductivity of fluids.

The transmitter consists of a sensor plugged-in 

and pined to an enclosure with cover, contain-

ing the electronic module.

The sensor holder comprises a cell with two 

electrodes and a Pt1000 temperature sensor. 

The sensor itself is available with three dif-

ferent cell constants C, these with C=0.01 or 

0.1 are fitted with stainless steel electrodes 

and this with C=1.0 is fitted with graphite 

electrodes.

The neutrino transmitter Type 8222 is available 

with one 2-wire 4-20 mA current output and 

with two different connections:

either

 a G1½” union nut for adaptor with G1½” ex-

ternal threaded sensor connection

or

 a G¾” threaded holder for screwing into an 

adaptor with G¾” internal thread sensor con-

nection.

The electronics of Type 8222 converts the 

measured signal, computes the output signal, 

which is provided via a free positionable M12 

fixed connector or on a terminal strip via a 

cable gland. 

Type 8620

Cooling Tower or boiler 

chemistry controller 

Type 8802-DF

Diaphragm valve 

with control unit

• Analog 4-20 mA output

• Universal process connection

• Three cell constants for covering a wide measuring range

• Temperature compensated measurement

PLC

Type 8222 neutrino can be combined with...

Type 0911

Process display
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Ordering information for compact transmitter Type 8222

A complete conductivity ELEMENT neutrino transmitter Type 8222 consists of:

 - a compact conductivity ELEMENT neutrino transmitter Type 8222 (with a G1½” union connection nut) and a Bürkert INSERTION adaptor Type S022

 (with a G1½” external threaded sensor connection)

  The following information is necessary for the selection of a complete device:

  •Item no. of the desired conductivity ELEMENT neutrino transmitter Type 8222 with a G1½” union connection nut (see Ordering chart, on p.  7 )

  •Item no. of the selected INSERTION adaptor Type S022 with a G1½” external threaded transmitter connection Type S022 (see separate data sheet) 

   You have to order two components.

or

 - a compact conductivity ELEMENT neutrino transmitter Type 8222 (with a G¾” external threaded connection) 

  The following information is necessary for the selection of a complete device:

  •Item no. of the desired conductivity ELEMENT neutrino transmitter Type 8222 with a G¾” external threaded connection (see Ordering chart, on p.  7 )

  •Item no. of the selected INSERTION adaptor Type S022 with a G¾” internal threaded transmitter connection (see separate data sheet) 

   You have to order two components

When you click on the orange box "More info." below, you will come to our website for the resp. product where you can download the data sheet.

Example

Compact transmitter Type 8222 with 

a G1½” union connection nut

INSERTION adaptor Type S022

Complete compact transmitter 

Type 8222

Compact transmitter Type 8222 with 

a G¾” external threaded connection

INSERTION adaptor Type S022

Fitting (example only)

Fitting (example only)
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 Ordering chart for compact transmitter Type 8222
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Compact transmitter with 
a G1½” union connection nut 

12-36 V DC 4-20 mA C =0.01 PVC 5-pin M12
male fixed connector 

561 661

Cable gland 561 662

C=0.1 PVC 5-pin M12
male fixed connector

561 663

Cable gland 561 664

C=1.0 PVC 5-pin M12
male fixed connector

561 665

Cable gland 561 666

Compact transmitter with 
a G¾” external threaded 

connection

12-36 V DC 4-20 mA C=0.01 - 5-pin M12
male fixed connector

561 667

Cable gland 561 668

C=0.1 - 5-pin M12
male fixed connector

561 669

Cable gland 561 670

C=1.0 - 5-pin M12
male fixed connector

561 671

Cable gland 561 672

 Note: Order separately (see accessories)

- M12 female cable plug

Materials 
PVDF nuts

Ordering chart for accessories
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EPDM seal for cover/housing sealing 561 752

EPDM seal for transmitter with G¾" external thread/S022 adaptor sealing* 561 955

Buffer solution, 500 ml, 5 μS 440 015

Buffer solution, 500 ml, 15 μS 440 016

Buffer solution, 500 ml, 100 μS 440 017

Buffer solution, 500 ml, 706 μS 440 018

Buffer solution, 500 ml, 1413 μS 440 019

5 pin M12 female straight cable plug with plastic threaded locking ring, to be wired 917 116

5 pin M12 female straight cable plug moulded on cable (2 m, shielded) 438 680

* Important! 

Only use this o-ring to ensure the sealing between the transmitter with a G¾” external threaded connection and the S022 INSER-

TION adaptor



8222 
ELEMENT neutrino

p. 8/8

Interconnection possibilities with other Bürkert devices

Type 8222 - 

Compact conductivity 

transmitter with a G1½” 
union connection nut 

PLC 
Type 8802-DF - 

Diaphragm valve 

with control unit

Type 8620 - 

Cooling tower or 

Boiler chemistry 

controller

Type 8611 - 

Single channel 

controller

To find your nearest Bürkert facility, click on the orange box  www.burkert .com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1010/1_EU-en_00895319

Type 8222 - 

Compact conductivity transmitter with a 

G¾” external threaded connection

Type S022 

INSERTION adaptor

FITTING 

(example only)




